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     ELECTRICAL SPECIFICATIONS AT 25ºC 

Part 
Number 

Turns 
Ratio 

(+/-2%) 

Primary 
Inductance 

(uH Min) 

ET Product 
VµSec (Min) 

Leakage 
Inductance 
(MAX) µH 

Interwinding 
Capacitance 

(MAX) pF 

DCR PRI/SEC 
OHM (MAX) 

Schematic 
Figure 
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Notes: 
1. Alternative values of Inductance, ET-Constant and Turns Ratio are also available. 
2. For non-RoHS parts replace DR prefix with 42- (e.g. PT10710 becomes 42-10710) 
3. Terminal finish is compliant to RoHS requirements 

 
 
 
 

107 SERIES PULSE TRANSFORMERS FOR DATA NETWORKING 
 
These toroidal core transformers are fully encapsulated in molded cases with UL94V-0 
rating.  They are used in digital data processing, line coupling, matching and isolation. 
Tinned leads with leaded solder is available (note 2) 
Ratings 
 Peak Voltage                                    :  100V 
 Average Power Rating (40°C Rise)   :  500 mW 
 High Dielectric withstanding Voltage   :  1000 Vrms 
 Insulation Resistance     :  10,000 MegΩ

± .25 

± .010 


